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Tank material Plastic 

Tank capacity 600 ml

Tank location Top 

Air pressure adjustment Top 

Working pressure 2.5 bar 

Paint supply adjustment + 

Paint transfer up to 65 %. 

Spray pattern adjustment Side 

Nozzle diameter, mm 1.3; 1.4; 1.5; 1.6; 1.7; 1.8; 2.0 

Article Name  Nozzle 
diameter Packaging  

V-1016-1,3 

Mixon Victory 1016 HVLP 

1,3 

1 box - 10 
pcs. 

V-1016-1,4 1,4 

V-1016-1,5 1,5 

V-1016-1,6 1,6 

V-1016-1,7 1,7 

V-1016-1,8 1,8 

V-1016-2,0 2,0 

GROUP  600

Technical specifications:

PAINT SPRAY GUN  

MIXON VICTORY 1016 H.V.L.P
Victory 1016 overhead tank paint gun 
designed for partial and full painting 
of cars, furniture, doors, windows 
and interior items.

Allows you to quickly apply the 
material to the surface and has high 
efficiency. It has a high material 
transfer rate - up to 65%.

The gun body is smoothly polished 

for easy and quick cleaning. Any 
materials based on organic solvents 
and water can be applied. The 
recommended working pressure is 
3.0 bar.

MIXON
 

PROFESSIONAL SERIES
PROFESSIONAL SERIES

S
P

R
A

Y
 
G

U
N



GROUP  600

Technical specifications:

PAINT SPRAY GUN  

MIXON VICTORY 1017 H.V.L.P
Victory 1017 paint gun with top 
complete painting of cars, furniture, 
doors, windows and interior items.

The gun is developed using HVLP 
technology, which allows you to 
quickly and efficiently apply the 
material to the surface.

The gun has a high material transfer 
rate of up to 85%, which improves 
efficiency and reduces the impact 
on the environment. The gun body 
is smoothly polished for easy and 
quick cleaning.

Any materials based on organic 
solvents and water can be applied. 
The recommended working 
pressure is 2.0 bar.
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Tank material Plastic 

Tank capacity 600 ml

Tank location Top

Air pressure adjustment Bottom

Working pressure 2,5 bar 

Paint supply adjustment + 

Paint transfer up to 85 %. 

Spray pattern adjustment Back 

Nozzle diameter, mm 1.3; 1.4; 1.5; 1.6; 1.7; 1.8; 2.0 

Article Name  Nozzle 
diameter Packaging  

V-1017-1,3 

Mixon Victory 1017 HVLP 

1,3 

1 box - 10 
pcs. 

V-1017-1,4 1,4 

V-1017-1,5 1,5 

V-1017-1,6 1,6 

V-1017-1,7 1,7 

V-1017-1,8 1,8 

V-1017-2,0 2,0 S
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GROUP  600

Technical specifications:

PAINT SPRAY GUN  

MIXON VICTORY 1023 L.V.M.P
The Victory 1023 overhead tank paint 
gun is designed to partially and fully 
paint cars, furniture, doors, windows 
and interior items.

The gun is developed using LVMP 
technology, which allows you to 
quickly and efficiently apply the 
material to the surface. It has a high 
material transfer rate - up to 92%, an 
ergonomic body and light weight. 
The gun body is smoothly polished 
for easy and quick cleaning.

Most types of LCM can be applied. 
The tank is made of high-quality 
material, which makes it possible 
to use particularly aggressive 
LKM. Convenient and accurate 
adjustment. The recommended 
working pressure is 2.5 bar.
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Tank material Plastic 

Tank capacity 600 ml

Tank location Top 

Air pressure adjustment Bottom 

Working pressure 2,5 bar 

Paint supply adjustment + 

Paint transfer up to 92 %. 

Spray pattern adjustment Back 

Nozzle diameter, mm 1.3; 1.4; 1.5; 1.6; 1.8 

Article Name  Nozzle 
diameter Packaging  

MV-1023-1,3 

Mixon Victory 1023 L.V.M.P 

1,3 

1 box - 10 
pcs. 

MV-1023-1,4 1,4 

MV-1023-1,5 1,5 

MV-1023-1,6 1,6 

MV-1023-1,8 1,8 
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GROUP  600

Technical specifications:

PAINT SPRAY GUN  

MIXON VICTORY 1006 MINI
Victory 1006 MINI paint gun with 
upper tank, designed for partial and 
complete painting of cars, furniture, 
doors, windows and interior items.

Allows you to quickly apply the 
material to the surface and has high 
efficiency. It has a high material 
transfer rate of up to 65%. The gun 
body is smoothly polished for easy 
and quick cleaning.

Any materials based on organic 
solvents and water can be applied. 
The recommended working 
pressure is 2.0 bar.

MIXON
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Tank material Plastic 

Tank capacity 125 ml

Tank location Top 

Air pressure adjustment Bottom 

Working pressure 2,0 bar 

Paint supply adjustment + 

Paint transfer up to 65 %. 

Spray pattern adjustment Back 

Nozzle diameter, mm 0.6; 0.4; 1.0 

Article Name  Nozzle 
diameter Packaging  

MV-1006-0,6 

Mixon Victory 1006 Mini 

0,6 
1 box - 20 

pcs. MV-1006-0,8 0,8 

MV-1006-1,0 1,0 
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GROUP  698

Technical specifications:

PAINT SPRAY GUN  

MIXON SAPPHIRE H-3000 L.V.M.P.
The ideal design of the nozzle allows 
you to achieve finer spraying.

The paint transfer ratio has been 
increased, now it is more than 65%, 
and fogging has also been reduced, 
and as a result - paint savings from 
10% to 30%.

Suitable for spraying any paints and 
varnishes. Allows you to get a high-
quality glossy paint coating.

Suitable for both water-based and 
solvent-based paints.

Ergonomic body design reduces 
fatigue. Due to the optimal location 
of the center of gravity during 
operation, pressing the trigger 
requires minimal effort.

Checking the quality of each paint 
gun is done manually twice.
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Tank material Plastic

Tank capacity 600 ml

Tank location Top

Air pressure adjustment Bottom

Working pressure 2.5 bar

Paint supply adjustment +

Paint transfer up to 65%

Spray pattern adjustment Back

Nozzle diameter, mm 1.3; 1.4; 1.5

Article Name  Nozzle 
diameter Packaging  

MS-3000-1,3 
Mixon Sapphire H-3000 
LVMP 

1,3 
1 box - 
10 pcs. MS-3000-1,4 1,4 

MS-3000-1,5 1,5 
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GROUP  698

Technical specifications:

PAINT SPRAY GUN  

MIXON SAPPHIRE  
H-3000 L.V.M.P. with monometer

The ideal design of the nozzle allows 
you to achieve finer spraying.

The paint transfer ratio has been 
increased, now it is more than 65%, 
and fogging has also been reduced, 
and as a result - paint savings from 
10% to 30%.

Suitable for spraying any paints and 
varnishes. Allows you to get a high-
quality glossy paint coating.

Suitable for both water-based and 
solvent-based paints.

Ergonomic body design reduces 
fatigue. Due to the optimal location 
of the center of gravity during 
operation, pressing the trigger 
requires minimal effort.

Checking the quality of each paint 
gun is done manually twice.
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Tank material Plastic

Tank capacity 600 ml

Tank location Top

Air pressure adjustment Bottom

Working pressure 2.5 bar

Paint supply adjustment +

Paint transfer up to 65%

Spray pattern adjustment Back

Nozzle diameter, mm 1.3; 1.4; 1.5

Article Name  Nozzle 
diameter Packaging  

MS-3000-1,3D 
Mixon Sapphire 
H-3000 LVMP 

1,3 
1 box - 
10 pcs. MS-3000-1,4D 1,4 

MS-3000-1,5D 1,5 
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GROUP  698

Technical specifications:

PAINT SPRAY GUN  

MIXON SAPPHIRE 929 L.V.M.P.
The special design of the air channels 
ensures ease of passage of compressed 
air from inlet to outlet, reducing 
pressure losses.

The gun has fine-tuning valves for 
material supply, torch width, and air 
pressure.

It is distinguished by the uniformity 
of the paint torch due to the optimal 
ratio of its width and the volume of 
compressed air. Torch optimization 
is obtained using computer and 
numerical simulation techniques.

Made of state-of-the-art materials, 
designed for intensive use in 
production conditions.

Checking the quality of each paint gun 
is done manually twice.

MIXON

S
P

R
A

Y
 
G

U
N

Tank material Plastic

Tank capacity 600 ml

Tank location Top

Air pressure adjustment Bottom

Working pressure 2.5 bar

Paint supply adjustment +

Paint transfer up to 65%

Spray pattern adjustment Back

Nozzle diameter, mm 1.3; 1.4; 1.5

Article Name  Nozzle 
diameter Packaging  

MS-929-1,3 

Mixon Sapphire 929 LVMP 

1,3 
1 box - 10 

pcs. MS-929-1,4 1,4 

MS-929-1,5 1,5 
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GROUP  698

Technical specifications:

PAINT SPRAY GUN  

MIXON SAPPHIRE H-951 MINI
The special design of the air channels 
ensures ease of passage of compressed 
air from inlet to outlet, reducing 
pressure losses.

The gun has fine-tuning valves for 
material supply, torch width, and air 
pressure.

It is distinguished by the uniformity 
of the paint torch due to the optimal 
ratio of its width and the volume of 
compressed air. Torch optimization is 
obtained using methods 

computer and numerical simulations.

Made of state-of-the-art materials, 
designed for intensive use in 
production conditions.
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Tank material Plastic

Tank capacity 250 ml

Tank location Top

Air pressure adjustment Bottom

Working pressure 2 bar

Paint supply adjustment +

Paint transfer up to 65%

Spray pattern adjustment Back

Nozzle diameter, mm 0.6; 0.8; 1.0 

Article Name  Nozzle 
diameter Packaging  

MS-951-0,6 
Mixon Sapphire 951  
Mini LVMP 

0,6 
1 box  - 10 

pcs. MS-951-0,8 0,8 

MS-951-1,0 1,0 
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REPAIR KITS FOR PAINT SPRAY GUN

VICTORY and SAPPHIRE series
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The kit includes a nozzle, a needle 
and a nozzle of different diameters.

Article Name Nozzle diameter

V-BR-1017-1,3 

Repair kit for a gun 
Mixon Victory 1017 HVLP 

1,3 mm 

V-BR-1017-1,4 1,4 mm 

V-BR-1017-1,5 1,5 mm 

V-BR-1017-1,6 1,6 mm 

V-BR-1017-1,7 1,7 mm 

V-BR-1017-1,8 1,8 mm 

V-BR-1017-2,0 2,0 mm 

V-BR-1016-1,3 

Repair kit for a gun 
Mixon Victory 1016 HVLP 

1,3 mm 

V-BR-1016-1,4 1,4 mm 

V-BR-1016-1,5 1,5 mm 

V-BR-1016-1,6 1,6 mm 

V-BR-1016-1,7 1,7 mm 

V-BR-1016-1,8 1,8 mm 

V-BR-1016-2,0 2,0 mm 

V-BR-1006-0,6 
Repair kit for a gun 
Mixon Victory 1006 Mini 

0,6 mm 

V-BR-1006-0,8 0,8 mm 

V-BR-1006-1,0 1,0 mm 

V-BR-1023-1,3 

Repair kit for a gun 
Mixon Victory 1023 LVMP 

1,3 mm 

V-BR-1023-1,4 1,4 mm 

V-BR-1023-1,5 1,5 mm 

V-BR-1023-1,6 1,6 mm 

V-BR-1023-1,8 1,8 mm 

S-BR-H951-0,6 Repair kit for a gun 
Mixon Sapphire H-951 Mini 
LVMP 

0,6 mm 

S-BR-H951-0,8 0,8 mm 

S-BR-H951-1,0 1,0 mm 

S-BR-929-1,3 
Repair kit for a gun 
Mixon Sapphire 929 LVMP 

1,3 mm 

S-BR-929-1,4 1,4 mm 

S-BR-929-1,5 1,5 mm 

S-BR-H3000-1,3 
Repair kit for a gun 
Mixon Sapphire H-3000 
LVMP and Mixon Sapphire 
H-3000D LVMP 

1,3 mm 

S-BR-H3000-1,4 1,4 mm 

S-BR-H3000-1,5 1,5 mm 

V-BR-1017-2,0 2,0 mm 

GROUP  600

GROUP  698
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BLOWING AND ANTI-GRAVEL

PISTOLS

 PAINT SPRAY GUN STAND 

METAL STAND

Article Name

DG-10B-1 Blow gun model DG-10B-1 

DG-10P-1 Blow gun model DG-10P-1 

DG-10P-2 Blow gun model DG-10P-2 

DG-10P-3 Blow gun model DG-10P-3 

PS-5A Pistol for anti-gravel with a tube model 
PS-5A 

PS-8 Gun for anti-gravel model model PS-8 

PG-1 Gun for mounting foam model PG-1 

MIXON-616 Pistol for anti-gravel MIXON 616 

MIXON-616-T Anti-gravel gun tube MIXON 616 

Article Name Nozzle diameter

QJ-03 Paint spray gun stand 1 box - 40 pcs.

GROUP  600

GROUP  698

ГРУПА  600
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TANKS 

FOR  PAINT  
SPRAY GUN

Article Name Packaging

PC-600GPO Plastic tank 600 ml 20 

PC-600GPP Plastic tank 600 ml 20 

PC-125GPR Plastic tank 125 ml 
for a gun MV-1006 50 

PC-250GPW Plastic tank 125 ml 
for a gun MS-H951 50 

PC-600GLD Metal tank 600 ml 50 

PC-200GLT Metal tank 200 ml 100 

Article Name Packaging

CUP-H-929 Plastic tank for a 
gun H-929 600 ml 20 

CUP-H-3000 
Plastic tank for 
a gun H-3000 
600 ml

20 

GROUP  600

GROUP  652
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ADAPTERS

Article Name

USH20 Adapter (art. USH-20) 

USM20 Adapter (art. USM-20) 

USP20 Adapter (art. USP-20) 

UPF20 Adapter (art. UPF-20) 

UPP20 Adapter (art. UPP-20) 

UPH20 Adapter (art. UPH-20) 

UPM20 Adapter (art. UPM-20) 

EPH20 Adapter (art. EPH-20) 

Article Name

ESF20 Adapter (art. ESF-20) 

EPF20 Adapter (art. EPF-20) 

ESM20 Adapter (art. ESM-20) 

ESH20 Adapter (art. ESH-20) 

EPM20 Adapter (art. EPM-20) 

ESP20 Adapter (art. ESP-20) 

EPP20 Adapter (art. EPP-20) 

FM-5 Adapter (art. FM-5) 

GROUP  600

FM-5 Threaded 
air supply 
regulator 1/4"

UPP20 Fitting for 
quick coupling 
U with cone lock 
Ø6 1/4"

ESH20 Quick-
release U with fir 
joint 1/4"

EPH20 Fitting for 
quick coupling 
E with a pine 
tree connection 
Ø6 1/4"

USM20 Quick-
release U-lock 
with external 
threading 1/4"

UPM20 Fitting 
for quick coupler 
U with external 
thread 1/4"

ESP20 Quick-
release E 
with external 
threading Ø6 1/4"

ESF20 Quick-
release E 
with internal 
threading 1/4"

USH20 Quick 
release U-lock 
with spruce 
connection 1/4"

UPH20 Fitting for 
quick coupling 
U with fir 
connection Ø6 1/4"

ESM20 Quick-
release E 
with external 
threading 1/4"

EPM20 Fitting for 
quick coupling 
E with external 
thread 1/4"

UPF20 Fitting 
for quick coupler 
U with internal 
thread 1/4"

EPP20 Fitting for 
quick coupling 
E with cone lock 
Ø6 1/4”

USP20 Quick-
release U-lock 
with conical 
locking Ø6 1/4"
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ACCESSORIES
FOR PAINT SPRAY GUN

AC3010 
Air filter regulator 
lubricator

AFR-80
Air filter-regulator

AL80
Moisture separator

AFC2000 
Air filter regulator 
lubricator

FR2 Manometer

FR3 Manometer

AC3000 
Air filter regulator lubricator

MF-80 Mini air filter

PART-FIL-TANK
Plastic filter for 
paint gun tank

AR10 Lubricator

GROUP  600
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Q0102 Set (quick 
connector with 
fitting) with internal 
thread
(1/4", 3/8", 1/2")

AFL-525
Filter regulator + lubricator with internal thread 1/4"

AFL-535
Filter regulator + lubricator with internal thread 3/8"

AFL-545
Filter regulator + lubricator with internal thread 1/2"

Q01 Quick-release 
with internal 
threading
(1/4", 3/8", 1/2")

Q05 Fitting to quick 
connector with 
external thread
(1/4", 3/8", 1/2")

Q0405 Set (quick 
connector with a 
fitting) with external 
threading
(1/4", 3/8", 1/2")

Q02 Fitting for 
quick coupling with 
internal threading
(1/4", 3/8", 1/2")

Q06 Fitting to quick 
connector with 
spruce thread
(1/4", 3/8", 1/2")

Q0708 Set (quick 
connector with 
fitting) with spruce
connection
(1/4", 3/8", 1/2")

Q04 Quick-release 
with external 
threading
(1/4", 3/8", 1/2")

Q07 Quick-release 
with spruce thread
(1/4", 3/8", 1/2")

1010-2
Press plate for the 
tank of the paint 
spray gun  
MIXON 1010

1010-3
Ring gasket for the 
tank of the paint 
spray gun  
MIXON 1010

GROUP  698
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PROFESSIONAL AIR SUPPLY FILTERS

АС6001 - АС6002 - АС6003
AC6001 
Professional air supply filter  
ITALCO AC6001 (single)

AC6002 
Professional air supply filter  
ITALCO AC6002 (double)

AC6003 
Professional air supply filter  
ITALCO AC6003 (triple)

	▶ Removes oil and water. 

1.	 High air consumption: more than 
2600 L/min;

2.	 Particle filtration: of a size 
exceeding 5 microns;

3.	 Aluminum alloy body with a 
maximum operating temperature 
of 120OC;

4.	 Strong construction, long service 
life;

5.	 Automatic draining of condensate.

	▶ Removes oil and water. 
	▶ Removes micro-dirt.

1.	 High air consumption: more than 
2300 L/min;

2.	 Strong construction, long service 
life;

3.	 Particle filtration: of a size 
exceeding 0,01 µm;

4.	 Aluminum alloy body with a 
maximum operating temperature 
of 120OC;

5.	 Automatic draining of condensate.

	▶ Removes oil and water. 
	▶ Removes micro-dirt. 
	▶ Removes oil vapor and odor.

1.	 High air flow rate of more than 
70 cubic feet per minute (2000 L/
min);

2.	 Particle filtration: Of a size less 
than 0.01 µm;

3.	 Removing organic odours;
4.	 Aluminum alloy body with a 

maximum operating temperature 
of 60OC;

5.	 Activated carbon combined filter;
6.	 Automatic draining of condensate.

GROUP  652
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5006 Pressure regulator 1/2"

532 Pressure regulator

262 Adapter from 
14/125 to 3/8 M - M

226-Air adjustement 
valve M-F M10/100

4776 Adapter with 
external thread 1/4"

263 Adapter for 
measuring glasses 
(3M, SATA)

429-Air 
adjustement valve 
M-M 1/4" G

4906 Adapter nut 1/4"

265 Tank adapter 
0.75 L to 0.25 L

432 Pressure regulator 
(8 bar)

GROUP  650


